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New Features and Improvements

Server Setting



Allow the User to Edit 'User ID' in <User Field Mapping> of Active Directory

❑ Up to BioStar 2.7.8, BioStar 2 User ID field could not be changed to another field.

➔ From BioStar 2.7.10, User ID field can be changed to map to other values.

http://kb.supremainc.com/knowledge/doku.php?id=en:biostar_2_user_id_can_be_mapped_to_several_fields_in_active_directory


New Features and Improvements

Device



Configuring the CoreStation as a Controller for up to 32 Elevators

❑ Allow to set duplicated Controller as CoreStation to different elevator list, it's allows up to 32 duplicated configuration with CoreStation.

❑ This doesn't mean the specification change of OM120 and the maximum number of RS485 slave devices of CoreStation. 

Q1 How many OM-120 can be configured to one single CoreStation for using the Elevator?

Q2 How many RS-485 Slave devices can be configured to the one CoreStation?

Q3 What is the difference of the Elevator & CoreStation between the BioStar v2.7.8 and the lower version?

Same as before. Up to 16 OM-120 units can be configured.

Same as before. Each RS-485 ports of the CoreStation supports up to 31 Slave devices but total number is 64.

Before v2.7.8, BioStar 2 validates whether the controller information of the Elevator is duplicated or not and blocks to 

configure the duplicated controller. But from v2.7.8, the one CoreStation can be a duplicated controller for the one Elevator.

A1

A2

A3

https://support.supremainc.com/en/support/solutions/articles/24000044516--biostar-2-biostar-2-7-8-new-features-and-configuration-guide


Supports Anti-Tailgating

Model Version

BioStar 2 SW v2.7.8

BioStation 2 v1.8.0

BioStation A2 v1.7.0

FaceStation 2 v1.3.0

BioLite N2 v1.2.0

FaceLite v1.1.0

BioEntry W2 v1.4.0

BioStation L2 v1.5.0

BioEntry P2 v1.3.0

https://support.supremainc.com/en/support/solutions/articles/24000046664--biostar-2-anti-tailgating-at-doors-with-input-signals
https://www.dema.ch/en/vc-1020e.html


Supports Anti-Tailgating

1. Anti-Tailgating at Door



Supports Anti-Tailgating

2. Anti-Tailgating on the Device



Setting Options for Wiegand Authentication Result Output

Model Version

BioStation 2 v1.8.0

BioStation A2 v1.7.0

BioStation L2 v1.5.1

BioStation W2 v1.4.1

FaceStation 2 v1.3.0

BioEntry P2 v1.3.0

BioLite N2 v1.2.0

Xpass 2 v1.1.0

FaceLite v1.1.0

BioStar 2 SW v2.7.8

❑ In case of Bypass or AoC among Smart Card, Card ID is displayed.

❑ Secure Credential Card supports user ID output.

❑ Slave device cannot configure the option.

❑ User ID output is supported both number ID and alphanumeric ID mode.

❑ When both user ID output and Bypass are enabled, the card Wiegand output works as card ID.

http://kb.supremainc.com/knowledge/doku.php?id=en:how_to_configure_wiegand_authentication_result_from_card_id_to_user_id


Options for Selection by Card Type

Model Version

BioStar 2 SW v2.7.8

BioEntry P2 v1.3.0

BioEntry W2 v1.4.0

BioLite N2 v1.2.0

BioStation 2 v1.8.0

BioStation A2 v1.7.0

BioStation L2 v1.5.0

FaceLite v1.1.0

FaceStation 2 v1.3.0

XPass 2 v1.1.0

XPass D2 v1.2.0

❑ Need to block CSN card reading when using the card as a Smart Card.

❑ Need to block one frequency when using the Dual Card.

❑ Need to block support card type for preventing delayed card reading time.

❑ Support to choose one to multiple card types depends on the device model.

https://support.supremainc.com/en/support/solutions/articles/24000047362--biostar-2-supports-options-for-selection-by-card-type


The Fingerprint/Face Duplicate Check When Registering Users on a Device

User ID 1234 User ID 5678

Same Fingerprint

Different User

❑ Can configure from BioStar 2 or devices

❑ Need to match BioStar 2 and device firmware versions.

❑ Supported in 1:N matching.

❑ If the user is same, there will be no duplication check.

❑ Even though there are many duplicated fingerprint/face users 

in the site, BioStar 2 and device will show 1 user information.

❑ Not supported on the Slave device.

❑ Logs will be in Monitoring and Audit Trail.

Model Version

BioStar 2 SW v2.7.8

FaceStation 2 v1.3.0

FaceLite v1.1.0

BioStation 2 v1.8.0

BioStation L2 v1.5.0

BioStation A2 v1.7.0

BioLite N2 v1.2.0

https://support.supremainc.com/en/support/solutions/articles/24000042459--biostar-2-duplication-check-of-fingerprint-face-for-user-registration-process


FaceLite FaceStation 2

Face/Card /PIN  Face/Card/PIN

(Not supported - PIN Only) (Not supported - PIN Only)

Linux Android 5.0 Lollipop

1.2GHz Quad 1.4GHz Quad

1GB RAM 1GB RAM

 8GB Flash  8GB Flash

4 EA (LCD touch) Yes (LCD touch)

720x480 720x480

 1 IR(58°)  1 IR(58°), 1 Visual(90°)

8EA 140EA 

LCD Size 2" (320x240) 4" (800x480)

User(1:N)

* Based on one 

face enrollment 

per user

User(1:1)

* Based on one 

face enrollment 

per user

5,000,000 5,000,000

(Image log is not supported 

because of the device does 

not have a Visual Camera)

(Image:50,000)

Mifare / EM

 HID Prox / HID iClass

NFC, BLE NFC, BLE

Host Com

Wiegand 1Port (In/Out sw itchable) 2 Port (In, Out)

I/O

WiFi No Yes

USB Yes (C Type) Yes (A Type)

Comm.

 Interface

IP No

Temperature -20℃ ~ 50℃

Dimension

 (WxHxD)(mm)
80x160.3x71.8 141x164x125

RF Option Mifare / EM

Mobile Card

TCP/IP, RS485

2 Input, 1 Relay, 1 Tamper

PoE No

Camera

Lux 25,000

IR LED

Capacity

3,000

30,000

Log

Authentication

O/S

CPU

Memory

Keypad

Support for Connecting New Devices - FaceLite

IR Camera Only

https://support.supremainc.com/en/support/solutions/articles/24000047021--biostar-2-new-production-introduction-what-is-facelite-


Support for Connecting New Devices – Xpass2

XPass 2  Xpass V2

IP Rating IP65, IP67 IP65

RF Option
125kHz EM & 13.56MHz MIFARE, 

MIFARE Plus, DESFire/EV1, FeliCa
XPE-PoE: 125kHz EM

/ Mobile Card (Multiple RFID support)
XPM-PoE: 13.56MHz MIFARE, 

DESFire/EV1 (CSN)

BLE(iOS/Android)/NFC(Android) XPH-PoE: 125kHz HID Prox

Multi-Controller RF only RF only

Certif icates
CE, FCC, KC, RoHS, REACH, WEEE, 

SIG
CE, FCC, KC, RoHS

Max. User 200,000 40,000

Max. Text Log 1,000,000 50,000

Yes Yes

 (10/100 Mbps, auto MDI/MDI-X) (10/100 Mbps, optional)

RS-485 1ch  1ch 

Wiegand 1ch In or 1ch Out (Selectable) 1ch In or 1ch Out (Selectable)

Input 2 Inputs 2 Inputs

Relay 1 Relay 1 Relay

CPU 1 GHz 533MHz DSP

Memory 4 GB Flash + 64 MB RAM 16MB RAM + 8MB Flash

LED Indicator Multiple colors Multi-Colors

Sound Multi-tone Buzzer Multi-tone Buzzer

Operating Temp. -35°C ~ 65°C -20° to 50°C

Tamper Yes Yes

Supported

 (IEEE 802.3af compliant)

XP2-MDPB: 48 x 145 x 27

 XP2-GDPB, XP2-GKDPB: 80 x 130 x 

25

BioStar 2 Supported Supported (Required FW Converting)

BioStar 1 Not Supported Supported (Required FW Converting)

Optional

Dimensions 45 x 130 x 27 (WxHxD mm)

Platform

General

Capacity

Interface

TCP/IP

Mechanical

PoE

XP2-MDPB XP2-GKDPB XP2-GDPB

https://support.supremainc.com/en/support/solutions/articles/24000047024--biostar-2-new-production-introduction-what-is-xpass-2-


New Features and Improvements

Time & Attendance



Improved the Custom Level for T&A Management

❑ The custom admin user CAN check 'Time Code', 'Shift', 'Schedule Template', 'Rule' and 'Schedule' no matter which authority the user has.

~ v2.7.8
• CANNOT see any configuration created by other user

V2.7.10 ~
• CAN see configuration created by Administrator

https://support.supremainc.com/en/support/solutions/articles/24000046873--biostar-2-improved-the-custom-level-for-t-a-management


Improved the Custom Level for T&A Management

❑ If the custom admin user has only a specific User Group(or Device Group and etc), the user CAN check about the dedicated group data.

❑ As the below images, the custom admin user CAN check the users in the 'User Group A' in the Schedule.



Improved the Custom Level for T&A Management

❑ CAN manage 'Report Type', 'User Group', and 'Users' in the main Report Search Condition.

❑ CAN update T&A report with configured period by the same user.

❑ CAN see T&A device lists which the user has the authority to check.

❑When clicking the T&A device from the registered list, the user CAN check T&A configuration on the device.

❑ CANNOT save the filter or modify the columns.

❑ CAN check the 'Sender Information' from the T&A setting page but CANNOT edit.



Allow the Custom User Field to Be Used in the T&A Report

https://support.supremainc.com/en/support/solutions/articles/24000046878--biostar-2-support-the-custom-user-field-in-the-t-a-report


Allow the Custom User Field to Be Used in the T&A Report



Sorting for the Entire Data in the T&A Report

Sorting rule is kept

on the next page

https://support.supremainc.com/en/support/solutions/articles/24000046924--biostar-2-supports-the-sorting-for-entire-data-in-the-t-a-report


'All In/Out Punched’ Option to Search Conditions of the Individual Report

1. Check In/Out Only

https://support.supremainc.com/en/support/solutions/articles/24000046926--biostar-2-first-in-last-out-or-all-in-out-punches-options-in-the-individual-report


'All In/Out Punched’ Option to Search Conditions of the Individual Report

2. All In/Out Punches



New Features and Improvements

Visitor



Search for Visitors Using Fingerprints - in the Visit Application Page

https://support.supremainc.com/en/support/solutions/articles/24000046839--biostar-2-how-to-search-registered-visitor-fingerprint


Search for Visitors Using Fingerprints - in the Visitor Menu



Supports the USB Fingerprint Scanner in Visitor Menu

❑ Supported – BioMini / BioMini Plus / BioMini Plus 2

❑ The USB Device Agent should be running in advance.

https://support.supremainc.com/en/support/solutions/articles/24000047152--biostar-2-how-to-set-up-self-registration-page


New Features and Improvements

API



New BioStar 2 API Swagger

2. How to Access the New BioStar 2 API

1. BioStar 2 Local API vs New BioStar 2 API

New BioStar 2 API BioStar 2 Local API

Version v2.7.10 ~

v2.3.0 ~

(Need to match BioStar 2 and Local API version)

** The latest version : v2.6.3

Installation No installation Need to install Local API Server

License Not Required
Required

(Over Standard version)

Support Features All features in BioStar 2 AC
Some features in BioStar 2 AC

(Limitation)

https://support.supremainc.com/en/support/solutions/articles/24000047041--biostar-2-api-new-api-in-biostar-2-7-10


New BioStar 2 API Swagger

3. How to Use the New BioStar 2 API



New BioStar 2 API Swagger

3. How to Use the New BioStar 2 API



New BioStar 2 API Swagger

3. How to Use the New BioStar 2 API



New Features and Improvements

Others



Others

❑ Update the Resource Files - Japanese, Arabic, and Spanish

❑ Changes the Java Version

Change



Q&A



Q&A

Is it true that no license is required to 
use the new BioStar 2 API?

• YES. But if you are using the BioStar 2 Local API server, 
then you still need the AC license over Standard version.

Does the new BioStar 2 API support 
real-time events?

• NO. You cannot check the Real-Time events through the 
new BioStar 2 API swagger directly as the real-time needs a 
web socket connection.



Q&A

Can we use the mobile APP 
connection with the new BioStar 2 
API?

• NO. You need to use the BioStar 2 Local API server if you 
do not use the Cloud.

Is the new BioStar 2 API required to 
work with Cloud service?

• NO. You can connect the new API swagger directly without 
the Cloud service.



Q&A

Does the VISITOR menu support ‘DE-620’, 
‘webcam’, ‘document scanner’ or ‘BioMini
Slim Series’?

• NO. The current VISITOR menu supports some of Suprema 
devices include USB fingerprint scanners; BioMini, BioMini
Plus, BioMini Plus 2.

Does the VISITOR menu support ‘Report’ 
items?

• NO. But you can check the VISITOR status from the 
BioStar 2 VISITOR menu.



Q&A

What kind of sensor can be used in the anti-
tailgating feature?

• You can search ‘tailgating sensor’ from online. Many of 
tailgating sensors are 3D sensors. Find a sample from the 
attached link. (link)

Is the fingerprint/face duplication check 
supported in the BioStar 2 Device SDK?

• NO. We can add the fingerprint duplicate check feature in 
the future release but don't have any plan for face check yet.

https://www.iee.lu/en/products/building-management-security/tdflex


THANK

YOU!


