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U0 oob oboboo booo oooboo b oboa.

e BS2 GetDevicelnfo: 00 OO0 O00OODODO.

e BS2 GetDeviceTime: 00O OO0 OOOOO.

e BS2 SetDeviceTime: OO OO0 OOOOO.

e BS2 ClearDatabase: 000 OO0 BlacklistO 0DODOOOO.

e BS2 FactoryReset: 000 OO OO0 DO0O DOODO ODOOOODO.
e BS2 RebootDevice: 000 OO O00OOODO.

e BS2 LockDevice: 00 OO0 ODOO0DO ODO0DO ODDOO DODOOOO.
e BS2 UnlockDevice: 00O OO0 OOO0OO O0ODO DODOO ODOOOO.
e BS2 SetKeepAliveTimeout: 000 keep-alive OO O OOOOO.

e BS2 UpgradeFirmware: 0000 OOO0OOOODO.

e BS2 UpdateResource: 0000 ODOOOOODO.

HREEN

BS2SimpleDevicelnfo

typedef struct

uint32 t id;

uintlé t type;

uint8 t connectionMode;
uint32 t ipv4Address;
uintle t port;

uint32 t maxNumOfUser;
uint8 t userNameSupported;
uint8 t userPhotoSupported;
uint8 t pinSupported;
uint8 t cardSupported;
uint8 t fingerSupported;
uint8 t faceSupported;
uint8 t wlanSupported;
uint8 t tnaSupported;
uint8 t triggerActionSupported;
uint8 t wiegandSupported;
uint8 t imagelLogSupported;
uint8 t dnsSupported;
uint8 t jobCodeSupported;
uint8 t wiegandMultiSupported;
uint8 t rs485Mode;

uint8 t sslSupported;
uint8 t rootCertExist;
uint8 t dualIDSupported;
uint8 t useAlphanumericlID;
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uint32 t connectedIP;
uint8 t phraseCodeSupported;
uint8 t cardlxSupported;
uint8 t systemExtSupported;
uint8 t voipSupported;

BS2SimpleDevicelInfo;
1. id
00 doddo od 100000.
2. type
OO0 000 oo oooao.
0 o
0x01 BioEntry Plus
0x02 BioEntry W
0x03 BioLite Net
0x04 Xpass
0x05 Xpass S2
0x06 Secure 10 2
0x07 DM-20
0x08 BioStation 2
0x09 BioStation A2
0x0A FaceStation 2
0x0B IO Device
0x0C BioStation L2
0x0D BioEntry W2
0x0E CoreStation 40
0xO0F Output Module
0x10 Input Module
Ox11 BioEntry P2
0x12 BioLite N2
0x13 XPass?2
0x14 XPass S3
0x15 BioEntry R2
0x16 XPass D2
0x17 Door Module 21
OxFF Unknown Type

3. connectionMode
BioStarDOOODDOOO OD0O0O0 OO OO0 0OO0O,00 OO0 OO direct mode(0x0)O server

mode(0Ox1)D DO OODO. directmoded BioStarOOODOOOO OO0 ODOOO servermoded OO
O BioStarUUOUUOUOUOUU OD0OOUO0O0O.000 OD0OD OO0 OO OODO directmode 0 OO OO

000000 IPConfigh ODODOOODO.

4. ipv4Address

OO0 000 oooipPOb0OOO.

5. port
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00 000 0O0oOgTCPODO DOODO.

6. maxNumOfUser
oD oo b0og oD ogg ooogo.

7. userNameSupported
O000 000 00 D000 00o0DOOo ooodflaghbon.

8. userPhotoSupported

0000 00000000 OO0 O0ODoOoOooOoogflaghDO.

9. pinSupported
OOOO0PINODOO ODOODO OO DO flagooOOd.

10. cardSupported
O000 000 00 000 00000 Oooodflagbon.

11. fingerSupported
O000 00 000 00000 00 oo flag@oO.

12. faceSupported
O000 00 000 00000 OO0 oo flag@oO.

13. wlanSupported
O000 0000 OD0000 O O0O0o flagdoO.

14. tnaSupported
O000 00000 00000 0000 flagbod.

15. triggerActionSupported
0000 triggeractiond OJ0OO0O0 O 0O OO flaghOoO.

16. wiegandSupported
0000 Wiegand OOO0OOD0 O O OO flaggOO.

17. imageLogSupported
O000 000 000 00000 00 ooflag@Ooo.

18. dnsSupported
O000 DNSO 00000 O 0O 00 flaghoOd.

19. jobCodeSupported
0000 JobCodel ODDOODODO OO OO flaghoO.

20. wiegandMultiSupported
0000 wiegandMultiD 00000 O O OO flag@OO.

21. rs485Mode
0000 RS485 00000,

22. sslSupported
0000 ssl0D 00000 0O 0O 00 flaghoO.

23. rootCertExist
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O0O0OO0O root0 000 OO0ODODOD OO OO flag@OO.

24. duallDSupported
O000 duadllD(DO,00)0 OOOD0OO0 OO OO flagboO.

25. useAlphanumericlD
0000 AlphanumericlDD OO00O0O0 OO0 O0OO flagd O0O.

25. connectedIP
000 0D00O0 OO0 ipO000O0D0O. (OXFFFFFFFF if disconnected)

26. phraseCodeSupported

0000 0000 000000 oo00o0oo ooooflagboOd.

27. card1xSupported
0000 1xToCOO ODOO ODOOOO OO OO flaghOO.

28. systemExtSupported
O000RS4850 000 O0O0OO0O O 0O OO flaghoO.

29. voipSupported
0000 VolPO ODOODOO OO OO flaghoO.

BS2ResourceElement

typedef struct

uint8 t type;
uint32 t numResData;
struct
uint8 t index;
uint32 t datalLen;
uint8 t* data;
resDatal128];
BS2ResourceElement;

1. type
OO0b 000 ooogo.

0|go ogoodo oodo od
0 |Ul(Langauge pack) (D000 OOO

1 |Notice message UTF-8 0 OO

2 |Image(Background)|PNG

3 |Slide image PNG

4 |Sound WAVE

2. numResData
000 OOoOo oooog.

3. index
Oo00 o000 Oooooo.
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4. datalen
00 0Ddo obooogo.

5. data
o0 ogog ooogoo.

From:
https://kb.supremainc.com/bs2sdk./ - BioStar 2 Device SDK

Permanent link:
https://kb.supremainc.com/bs2sdk./doku.php?id=ko:device_api&rev=1519715442

Last update: 2018/02/27 16:10

BioStar 2 Device SDK - https://kb.supremainc.com/bs2sdk./


https://kb.supremainc.com/bs2sdk./
https://kb.supremainc.com/bs2sdk./doku.php?id=ko:device_api&rev=1519715442

	목차
	Device API
	구조체
	BS2SimpleDeviceInfo
	BS2ResourceElement



