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#include "BS API.h"

int BS2 RemoveOsdpStandardDevice(void* context, uint32 t deviceld, const

uint32 t* osdpDevicelds, uint32 t numOfDevice, BS20sdpStandardDeviceResult**
outResultObj, uint32 t* outNumOfResult

BS20sdpStandardDeviceResult 0 O 0O OO

goog

¢ [In] context : Context

e [In]deviceId: 000 OO OO0

e [In] osdpDeviceIds : 00O O OSDPO DO OO0 OO OO0O
e [In] numOfDevice : osdpDevicesl 00O O

e [Out]outResultObj : 000 OOO0O ODOO OO OOO
e [Out] outNumOfResult : 00 OOODO OO
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outResultObj 0 OO0 OO O BS2 ReleaseObject OO0 OO OOO
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BS2_AddOsdpStandardDevice
BS2_GetOsdpStandardDevice
BS2_GetAvailableOsdpStandardDevice
BS2 UpdateOsdpStandardDevice
BS2_RemoveOsdpStandardDevice

BS2 GetOsdpStandardDeviceCapability
BS2 SetOsdpStandardDeviceSecurityKey

OO00D0(C++)

sample_bs2 _removeosdpstandarddevice.cpp

BS20sdpStandardConfig config = y }
vector<BS2 DEVICE ID> removeData;

BS2 DEVICE ID id = Utility::selectDeviceID(deviceList, false, false);
int sdkResult = cc.getOsdpStandardConfig(id, config);
BS SDK SUCCESS != sdkResult
sdkResult;

uint32 t numOfActivated = cc.printOSDPDeviceID(config);
uint32 t numOfDevice = Utility::getInput<uint32 t>("How many devices do
you want to remove? (0~%u)", numOfActivated);

< numOfDevice

uint32 t idx = ; idx < numOfDevice; idx++

BS2 DEVICE ID slavelD =
BS2 DEVICE ID)Utility::getInput<uint32 t>("[%u] Please enter the slave
ID to be removed.", idx + C

removeData.push back(slavelD);

vector<BS20sdpStandardDeviceResult> listResult;
BS20sdpStandardDeviceResult* outResultObj = NULL;
uint32 t outNumOfResult();
int sdkResult = BS2 RemoveOsdpStandardDevice(context , id,
const_cast<BS2 DEVICE ID*>(removeData.data , removeData.sizel(),
&outResultObj, &outNumOfResult);
BS SDK SUCCESS != sdkResult

printf("BS2 RemoveOsdpStandardDevice call failed: %d",
sdkResult ) ;

outResultObj

listResult.clear();
uint32 t idx = ; idx < outNumOfResult; idx++
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listResult.push back(outResultObj idx]);

BS2 ReleaseObject(outResultObj);

sdkResult;

0000 (C#)

sample_bs2 removeosdpstandarddevice.cs

BS20sdpStandardConfig config
CommonControl.getOsdpStandardConfig(sdkContext, devicelD,
config

UInt32 numOfActivated
printOSDPDeviceID config, numOfActivated

string tempStr = String.Format("How many devices do you want to remove?
(0~{0})", numOfActivated
Util.HighlightLineMulti(tempStr, "How many", "remove"
Console . Write(">>>> "
int numOfDevice = Util.GetInput
numOfDevice

List<UInt32> removelDs new List<UInt32
int idx idx numOfDevice; idx

tempStr = String.Format(">>>> [{0}] Please enter the slave ID
to be removed.", idx

Util.HighlightLine(tempStr, "device ID to be removed"

Console . Write(">>>> "

removelDs Util.GetInput((UInt32

List<BS20sdpStandardDeviceResult> listResult new
List<BS20sdpStandardDeviceResult

int structSize Marshal.SizeOf (typeof (UInt32

IntPtr ptrArray = Marshal.AllocHGlobal(structSize
removeIDs.Length

long ptrCurrent ptrArray.ToInt64

BS2ErrorCode result BS2ErrorCode.BS SDK SUCCESS
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int tempIDs = Array.ConvertAll(removeIDs, Convert.ToInt32
Marshal.Copy(tempIDs, , ptrArray, tempIDs.Length

IntPtr outResultObj IntPtr.Zero
UInt32 numOfResult

result
BS2ErrorCode)API.BS2 RemoveOsdpStandardDevice(sdkContext, devicelD,
ptrArray, (UInt32)tempIDs.Length, outResultObj, numOfResult

result BS2ErrorCode.BS SDK SUCCESS

Console.WriteLine("Got error({0}).", result

IntPtr curResult outResultObj
int resultSize
Marshal . SizeOf (typeof (BS20sdpStandardDeviceResult
UInt32 resultIdx resultIdx numOfResult

resultIdx

BS20sdpStandardDeviceResult item
BS20sdpStandardDeviceResult)Marshal . PtrToStructure(curResult,
typeof (BS20sdpStandardDeviceResult

//print(ref item, resultIdx);

listResult item

curResult resultSize

API.BS2 ReleaseObject(outResultObj
Console . WriteLine("Call success."

Marshal.FreeHGlobal(ptrArray

result
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