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BS2 SetEventConfig

Image log filter OO0 OO0 ODOOODO.

Info
o0 oogo obog obodod b0 gobod.
FaceStation F2, FaceStation 2, BioStation A2, X-Station 2, BioStation 3

gd

#include "BS API.h"

int BS2 SetEventConfig(void* context, uint32 t deviceIld, BS2EventConfig*
config);

BS2EventConfig O OO OO

gooo

e [In] context : Context
o [In]deviceld: 00 OOO
e [In]config:Imagelogfiter 00 OO OOO

goad

00000 OO0 OO BS SDK SUCCESSD OOOO,000 000 OO0 OO0OO0 OO0 OO0 OO
goo.

From:
https://kb.supremainc.com/kbtest/ - BioStar 2 Device SDK

Permanent link:
https://kb.supremainc.com/kbtest/doku.php?id=ko:bs2_seteventconfig

Last update: 2024/10/24 13:34

BioStar 2 Device SDK - https://kb.supremainc.com/kbtest/


https://kb.supremainc.com/kbtest/doku.php?id=ko:configuration_api
https://kb.supremainc.com/kbtest/doku.php?id=ko:configuration_api#bs2eventconfig
https://kb.supremainc.com/kbtest/doku.php?id=ko:configuration_api#bs2eventconfig
https://kb.supremainc.com/kbtest/
https://kb.supremainc.com/kbtest/doku.php?id=ko:bs2_seteventconfig

	목차
	BS2_SetEventConfig
	함수
	파라미터
	반환값


