2025/05/20 00:27 1/1 BS2_SetRtspConfig

0O

BS2 SERESPCONTFIG ......ocooieeieeeeee ettt e e et e e e e a e e 1
0 TP 1
0 TP 1
P 1
I (O o o TP P PP PPPPPPPPPPPPPRPN 1
O o OO T PPPPPRRR 2

BioStar 2 Device SDK - https://kb.supremainc.com/kbtest/



2025/05/20 00:27 1/3

BS2_SetRtspConfig

Configuration APl > BS2 SetRtspConfig

BS2 SetRtspConfig

[+ 2.8.3]BioStation 3RTSPO OO OOOOO.

gd

#include "BS API.h"

int BS2 SetRtspConfig(void* context, uint32 t deviceId, const BS2RtspConfig*

config);

BS2RtspConfig O OO OO

goog

¢ [In] context : Context
e [In]deviceId: 00 OOO
e [In]config:RTSPOO OO OO0O

god

00000 000 00 BS SDK SUCCESSDr OOOO,000 000 00 0000 00 OO0 0O

aoo.

OO000(C++)

sample_setrtspconfig.cpp

BS2RtspConfig config = v )i

config.enabled = true;

string acc = "myAccount";

memset(config.id, 0x0, BS2 USER ID SIZE);
memcpy (config.id, acc.c str(), acc.size ;
string pw = "myPassword";

memset(config.password, 0x0, BS2 USER ID SIZE

memcpy (config.password, pw.c str

, pw.size

’
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string addr = "192.168.0.10"; // rtsp://192.168.0.10
memset(config.address, 0x0, BS2 URL SIZE);
memcpy (config.address, addr.c str(), addr.size ;

config.port = ;

int sdkResult = BS2 SetRtspConfig(context, devicelID, &config);
BS SDK SUCCESS != sdkResult
printf("BS2 SetRtspConfig call failed: %d", sdkResult);

OO000(C++)

sample_setrtspconfig.cs

BS2RtspConfig config Util. AllocateStructure<BS2RtspConfig
config.enabled = Convert.ToByte

string strRTSPID “myAccount™

bytel ! arrRTSPID = Encoding.UTF8.GetBytes (strRTSPID
Array.Clear(config.id, , BS2Environment.BS2 USER ID SIZE
Array.Copy(arrRTSPID, , config.id, , arrRTSPID.Length

string strRTSPPW "myPassword"

byte arrRTSPPW = Encoding.UTF8.GetBytes (strRTSPPW
Array.Clear(config.password, , BS2Environment.BS2 USER ID SIZE
Array.Copy(arrRTSPPW, , config.password, , arrRTSPPW.Length

string strIpAddr = "192.168.0.10"; // rtsp://192.168.0.10
byte! | arrIpAddr = Encoding.UTF8.GetBytes (strIpAddr

Array.Clear(config.address, , BS2Environment.BS2 URL SIZE
Array.Copy(arrIpAddr, , config.address, , arrIpAddr.Length

config.port ushort
BS2ErrorCode result BS2ErrorCode) API .BS2 SetRtspConfig(sdkContext,
devicelD, config

result BS2ErrorCode.BS SDK SUCCESS

Console.WriteLine("Got error({0}).", result
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