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Log Management API

OO0 000 OoODoOo APIOOO.

e BS2 Getlog: O0ODOO ODODO ODDOODOO.

e BS2 GetFilteredLog: 000 OO OO0 ODODOOO.

e BS2 ClearLog: 00O OO0 ODOOOO.

e BS2 StartMonitoringlog: 000 OO0 00000 OOOOO.

e BS2 StartMonitoringlogEx: OO OO0 0O0O0O,000 OO0 OO00O0 OODOOO.[+V2.7.1]

e BS2 StopMonitoringlog: OO0 OO ODOOO0O O0OOODO.

e BS2 GetlLogBlob: EventMaskll 00O O0O0O0O OO0 OOODOO.

e BS2 GetFilteredLogSinceEventld: 000 OO OO0 OO0OOO.

e BS2 Getimagelog: 00D OO0 OODOO.

e BS2 GetLogSmallBlob: [+2.6.4] 00000 D000 OOODOO, EventMaskDh 00O 0O0O0O
goo oogoao.

e BS2 GetLogSmallBlobEx: [+ 2.7.1] 00000 OO0ODO OO00O0OO, EventMaskDh 0O OO O
o000 oo ooo ooooo.

o o

OnLogReceived

goodo ooo oo oooo 0o oo oo ogoooaa.
typedef void (*OnLogReceived) (uint32 t deviceld, BS2Event* log

1. deviceld
000 000 000 oo Iibogo.

2. log
oo oo oo ooooog.

OnLogReceivedEx

[+V2.7.1100000 000 OO0 OOOO0 ODO0OOO0OO0 OO0 O0ODOO0O00.
O00 0000 00 000 000 0D00 000 oo0oo0, BS2FaceConfigextd auditTemperature
O trued DOOODOO OOO.

typedef void (*OnLogReceivedEx) (uint32 t deviceld, BS2Event* log, uint32 t
temperature) ;

1. deviceld
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OO0 000 oob oo ibooo.

2. log
goo oo odg ooooog.

3. temperature
O00 00 DO 0,000 0000000.

HREEN

BS2Event

typedef struct
uint32 t id;
uint32 t dateTime;
uint32 t devicelD;
union
char userID[BS2 USER ID SIZE];
uint32 t uid;
uint32 t doorlID;
uint32 t 1iftID;
uint32 t zonelD;
struct
uint32 t ioDevicelD;
uintle t port;
int8 t value;
uint8 t reserved[25];
struct
uint32 t zonelD;
uint32 t doorlID;
uint32 t ioDevicelD;
uintl6e t port;
uint8 t reserved[18];
alarm;
struct
uint32 t zonelD;
uint32 t doorID[4];
uint8 t reserved[12];
interlock;
union
uintle_t code;
struct
uint8 t subCode;
uint8 t mainCode;
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uint8 t param;
#ifdef LESS THAN SDK 2 6 0

BS2 BOOL image; // Deprecated in V2.6.0
#else

uint8 t image: 1; // bit 00O OO0OO0O image O DST OO

uint8 t isDST: 1;

uint8 t half: 1;

uint8 t hour: 4;

uint8 t negative: 1;
#endif

BS2Event;

1. id
g obobob oo oo bbbt oo 1o oboob ooooag.

2. dateTime
000 000 00 0ooo,UTCOOO D000 OO O(sec) D0 DOOOO.

3. devicelD
o000 oodg ob ocgoooao.

4, userlD

bbb obb obb obood odb oo oo oo oo oo boooo.

5. uid
0000 OO0 OO0OO0O0O doorlDO, 000 OO OOOO zonelDO OOOO OOO,
00 0000000 00Ovuidd OOOO ODOoag.

uid, doorlD, liftID, zonelDO unionO 0 OOO0O ODOOODQO ODOOODO OO OO0 OOOOO.

6. doorlD
O00 000 oo gopoood.

7. liftID
gob obb obob obboooo.

8. zonelD
000 000 0o bgooog.

9. ioDevicelD

Door Input OO0 ODOOO Doord Input0 00 OO OO ODODO DO oOODO DODODOO.

10. port
ioDevicelDO OO portD ODODOOO.

11. value

ioDevicelDO OO portvalueD OO0O0O OO0 OODOO.
BS2 _PORT_VALUE_UNKNOWN : -1

BS2_PORT VALUE OPEN: 0

BS2_PORT VALUE_CLOSED : 1

BS2 PORT VALUE SUPERVISED SHORT : 2

BS2 PORT VALUE SUPERVISED OPEN : 3
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12. alarm.zonelD
Jdod0 o0 oo 0o b0 gogdog bbb obuoog.

13. alarm.doorlD
o000 oo oo guooboo oob ocoogbo ocoooo.

14. interlock.zonelD
000 0oo obooo 0o ocogobo ocogoo.

15. interlock.doorlD
000 000 0o o bbb gogobo boooo.

16. subCode

00 000 00 00 0000.00 000 000 00 000000,

00 000 00 0 oo
BS2_SUB_EVENT VERIFY_ID_PIN 0x01 E E 000D ooooPRNDD
BS2_SUB_EVENT VERIFY_ID_FINGER ox02| 0 HHE HEEE HEE

000 000 0000 000
BS2_SUB_EVENT VERIFY_ID_FINGER PIN ox03|p U DL
BS2 SUB_EVENT VERIFY ID_FACE 0x04 g DDDD e
000 000 0000 00 O

BS2_SUB_EVENT VERIFY_ID_FACE PIN oxos| 1 01 JUD DL

Verify  [BS2_SUB_EVENT VERIFY CARD 0x06/00 00 00
BS2_SUB_EVENT VERIFY CARD PIN 0x07|000 PINODO OO
BS2_SUB_EVENT VERIFY_CARD FINGER 0x08/000 00 OO0 00
BS2_SUB_EVENT VERIFY_CARD FINGER PIN 0x09|00,00,PINO D 00
BS2_SUB_EVENT VERIFY CARD FACE 0x0A|[0D 000 00 00 00
BS2_SUB_EVENT VERIFY_CARD_FACE_PIN 0x0B|O 0,00 00,PINOO 00
BS2_SUB_EVENT VERIFY AOC 0x0C/AOC 01 00 00
BS2_SUB_EVENT VERIFY_AOC_PIN 0xODAOC 010 PINO D 00
BS2_SUB_EVENT VERIFY AOC_FINGER O0X0E/AOCO 00 00 00 00
BS2_SUB_EVENT VERIFY_AOC_FINGER PIN 0XOF|/AOC 00, 00,PINOD OO
BS2_SUB_EVENT IDENTIFY_FINGER 0x01|00 0000 000 00
BS2_SUB_EVENT IDENTIFY_FINGER_PIN 0x02|000 PNOOOD OO0 00

Identify  |BS2 _SUB_EVENT IDENTIFY_FACE 0x03|00 0000 OO0 00
BS2_SUB_EVENT IDENTIFY FACE PIN ox04 |5 o P ED PNDDOO 000
BS2_SUB_EVENT DUAL AUTH_FAIL TIMEOUT 0x01|00 000 00) 00 00

Auth 0000 00 0000 20 0

BS2_SUB_EVENT DUAL_AUTH_FAIL_ACCESS_GROUP

0x02

U o
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0o 000 OO 0 0O
BS2_SUB_EVENT CREDENTIAL ID 0x01|0000 00 000 000
BS2_SUB_EVENT CREDENTIAL CARD 0x02|0000 00 00
BS2_SUB_EVENT CREDENTIAL PIN 0x03/0000 00 PIN

Credential BS2_SUB_EVENT CREDENTIAL FINGER 0040000 00 00
BS2_SUB_EVENT CREDENTIAL FACE 0x05/0000 00 00
BS2_SUB_EVENT CREDENTIAL AOC_PIN 0x06|0 000 00 AOC PIN
BS2_SUB_EVENT CREDENTIAL AOC_FINGER 0x07|0000 00 AOC OO
BS2_SUB_EVENT AUTH_FAIL_INVALID_AUTH MODE |0x01/0000 00 00 00

Auth  |BS2_SUB EVENT AUTH_FAIL_INVALID CREDENTIAL |0x02 g g Hoboooh oo
BS2_SUB_EVENT AUTH_FAIL_TIMEOUT 0x03/00 00 OO
BS2 SUB_EVENT ACCESS DENIED ACCESS GROUP |0x01 g g g g Hoo oot oo
BS2_SUB_EVENT ACCESS_DENIED_DISABLED ox02| ) 0 LI HHEEE HEE
BS2_SUB_EVENT ACCESS DENIED EXPIRED ox03| 7P P BE HEEE DE

ACCess  1gsy sUB_EVENT ACCESS DENIED ON_BLACKLIST |0x04 g DDDDD D oo obbtd
BS2_SUB_EVENT ACCESS DENIED APB 0x05/APB 00 0000 00 00
BS2_SUB_EVENT ACCESS_DENIED TIMED APB  |ox06|MedAPBO DD DOD OO

~oVB_EVENT - ~TIMED. 0000 00
BS2_SUB_EVENT ACCESS_DENIED FORCED LOCK |0x07 g g Ho oot b

P BS2_SUB_EVENT ZONE_HARD APB 0x01|0 0 APB O O
BS2_SUB_EVENT ZONE_SOFT APB 0x02|000 APBO O

17. mainCode

00000 000 0o0oO.

oo oo00o oo O oag
BS2_EVENT _VERIFY_SUCCESS 0x1000|1:21 00 OO
BS2 _EVENT VERIFY_FAIL 0x1100(1:2 00 OO
BS2 EVENT VERIFY_DURESS 0x1200|00 OO0OOO 1:100 OO0 OO
BS2_EVENT IDENTIFY_SUCCESS 0x1300[LNO 0 OO
BS2_EVENT_IDENTIFY_FAIL 0x1400|1:NO DO OO

Auth BS2_EVENT IDENTIFY_DURESS 0x1500|00 0000 LNODO 000 00
BS2_EVENT _DUAL AUTH_SUCCESS 0x160000 CDO(U OO) OO
BS2_EVENT DUAL_AUTH_FAIL 0x1700/00 OO0 00) 00
BS2_EVENT AUTH_FAILED 0x1800|0 000 OO ODO ODODOO OO OO

0000 O0OO0OD0O 000 ooooo APB
BS2_EVENT ACCESS_DENIED 0x1900| -~ = L o
BS2_EVENT_FAKE_FINGER_DETECTED O0x1IAO0|D OO0 OO0
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00 000 00 0 00
BS2_EVENT USER_ENROLL SUCCESS 0x2000|000 OO0 OO
BS2_EVENT USER_ENROLL_FAIL 0x2100|000 OO OO
BS2_EVENT USER_UPDATE_SUCCESS 0x2200|000 00 00 OO
BS2_EVENT USER_UPDATE_FAIL 0x2300|000 00 00 OO
User BS2_EVENT USER_DELETE SUCCESS 0x2400|000 OO0 OO
BS2_EVENT USER_DELETE FAIL 0x2500|000 00 OO
BS2_EVENT USER_DELETE ALL_SUCCESS 0x2600|00 OO0 00 0O
BS2_EVENT_USER_ISSUE_AOC_SUCCESS 0x2700|Access cardd OO OO
BS2_EVENT USER_DUPLICATE CREDENTIAL 0x2800|00 OO(00/00/00)00 00
BS2_EVENT DEVICE SYSTEM RESET 0x3000|000 OO0 OO
BS2_EVENT DEVICE SYSTEM STARTED 0x3100|0000 OO0
BS2_EVENT DEVICE TIME_SET 0x3200|000 00 OO
BS2_EVENT DEVICE TIMEZONE_SET 0x3201[Time zone 0 O
BS2_EVENT DEVICE DST SET 0x3202|DSTO 0 OO
BS2_EVENT DEVICE LINK_CONNECTED 0x3300|LANO OO OO0
BS2_EVENT DEVICE_LINK_DISCONNETED 0x3400|LANO OO 00
BS2_EVENT DEVICE DHCP_SUCCESS 0x3500|DHCPO 1PO 0 0
BS2_EVENT DEVICE_ADMIN_MENU 0x3600|000 000 OO
BS2_EVENT DEVICE UI_LOCKED 0x3700|00 OO0 OO
BS2_EVENT DEVICE_UI_UNLOCKED 0x3800|00 OO O
BS2_EVENT DEVICE_COMM_LOCKED 0x3900|RS485 0 0 0 0
BS2_EVENT DEVICE_COMM_UNLOCKED 0x3A00|RS485 00 00 OO
BS2_EVENT DEVICE TCP_CONNECTED 0x3B00|[TCP 0 0 O
Device |52 EVENT DEVICE_TCP_DISCONNECTED 0x3CO0(TCPO OO OO0
BS2_EVENT DEVICE RS485 CONNECTED 0x3D00|RS485 0 0 O
BS2_EVENT DEVICE RS485_DISCONNCTED 0x3E00|RS485 000 00O
BS2_EVENT DEVICE INPUT DETECTED 0x3F00|00 00O OO0
BS2_EVENT DEVICE TAMPER ON 0x4000|00 00 00 000 000
BS2_EVENT DEVICE TAMPER_OFF 0x4100|00 00 00 000 OO0 000
BS2_EVENT DEVICE_EVENT LOG_CLEARED 0x4200(00 00O
BS2_EVENT DEVICE_FIRMWARE_UPGRADED 0x4300|0000 00000
BS2_EVENT DEVICE RESOURCE_UPGRADED 0x4400|0 000 0000 O
BS2_EVENT DEVICE CONFIG_RESET 0x4500 E g DD E)D nooooon@Eoon
BS2_EVENT DEVICE DATABASE RESET 0x4501|0000000 0000
BS2_EVENT DEVICE FACTORY RESET 0x4502|00 0000
BS2_EVENT DEVICE CONFIG_RESET EX 0x4503 g g DD S)D noooooo@oon
Supervised|BS2_EVENT_SUPERVISED_INPUT_SHORT 0x4600|Supervised Input (00 0 0)
Input BS2_EVENT SUPERVISED INPUT OPEN 0x4700|Supervised Input (00 0 0)
, BS2_EVENT DEVICE AC_FAIL 0x4800|AC Power 0 [
DeviceEX By EVENT DEVICE AC SUCCESS 0x4900 |AC Power [ (1
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00 000 00 0 00
BS2_EVENT DOOR_UNLOCKED 0x5000|000 D00 OO
BS2_EVENT DOOR_LOCKED 0x5100|0000 00
BS2_EVENT DOOR_OPENED 0x5200|0 000 00
BS2_EVENT DOOR_CLOSED 0x5300|0 000 00
BS2_EVENT DOOR_FORCED_OPEN 0x5400|0 000 000 OO
BS2_EVENT DOOR_HELD_OPEN 0x5500|000 D00 00 D000 000
BS2_EVENT DOOR_FORCED_OPEN_ALARM 0x5600 2>2-EVENT_DOOR_FORCED_OPEN O 00
BS2_EVENT DOOR_FORCED OPEN ALARM CLEAR  |0x5700|B>2-EVENT_DOOR FORCED_OPEN 0V 0
Door EVENT_DOOR_ _OPEN_ALARM_ 0000 00
BS2_EVENT DOOR_HELD_OPEN_ALARM 0X5800 ESE—EVEDNTD—DOOR—HELD—OPEN noo o
BS2_EVENT DOOR_HELD OPEN_ALARM_CLEAR 0x5900 |>>2-FVENT.DOOR_FELD_OPENBIDE
BS2_EVENT DOOR_APB_ALARM OX5A00[APB 0101 0 0
BS2_EVENT DOOR_APB_ALARM_CLEAR 0x5BOO0|APB [ 01 0001
BS2_EVENT DOOR_RELEASE 0x5C00[0 00 00
BS2_EVENT DOOR_LOCK 0x5D00{0 00 0 0
BS2_EVENT DOOR_UNLOCK OX5E00|0 00 O 0
BS2_EVENT ZONE_APB_VIOLATION 0x6000|0 00 APB OO 001
559 EVENT ZONE APB ALARM 06100 | ES2_EVENT_ZONE_APB_VIOLATION 0 0 0
_EVENT_ZONE_APB._ 0000 00
BS2_EVENT ZONE_APB_ALARM_CLEAR 0x6200|B>2-EVENT_ZONE_APB_VIOLATION D T 0
-EVENT_ZONE_APB_ALARM 0000 00
BS2_EVENT ZONE_TIMED APB_VIOLATION 0x6300|1 00 TIMED APB 0101 01 )
BS2_EVENT ZONE_TIMED APB_VIOLATION
BS2_EVENT ZONE_TIMED APB_ALARM 0x6400 | >2-EVENTZONETH
BS2_EVENT ZONE_TIMED APB_VIOLATION
BS2_EVENT ZONE_TIMED_APB_ALARM_CLEAR 0x6500 |2>2-EVENTZONET
] BS2_EVENT ZONE_FIRE_ALARM INPUT 0x6600|0 0 00
one
BS2_EVENT ZONE_FIRE_ALARM INPUT [
BS2_EVENT ZONE_FIRE_ALARM 0x6700 2>2-EVENTZONE_
BS2_EVENT ZONE_FIRE_ALARM INPUT [
BS2_EVENT ZONE_FIRE_ALARM CLEAR 0x6800 |°>2-FVENTZONE.
BS2_EVENT ZONE_SCHEDULED_LOCK_VIOLATION  |0x6900|000 00 00 00 OO
BS2_EVENT ZONE_SCHEDULED LOCK_START 0x6A00|000 00 00 OO
BS2_EVENT ZONE_SCHEDULED LOCK_END 0x6B00|0 00 OO 00 O
BS2_EVENT ZONE_SCHEDULED_UNLOCK START _ |0x6C00/000 00 00 OO
BS2_EVENT ZONE_SCHEDULED UNLOCK_END 0x6D00|0 00 OO 00 O
BS2_EVENT ZONE_SCHEDULED LOCK_ALARM OX6E00|0 0D DD 00 00 00
BS2_EVENT ZONE_SCHEDULED LOCK_ALARM_CLEAR|0x6F00|0 00 00 OO0 00 00
18. param

gobdb oob b b oob oobb bbboo,bbOob bbb obbboo bo bbo
b oob oboooo.obo obo bbo bbb 0obobo bboo booooo.
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og oo ogd oo a |0
BS2 TNA_UNSPECIFIED|(N/A)|O
BS2_TNA KEY_1 F1 |1
BS2_TNA KEY 2 F2 |2
BS2 TNA KEY 3 F3 |3
BS2 TNA KEY 4 F4 |4
BS2 TNA KEY 5 1 5
BS2_TNA KEY_6 2 6
BS2 TNA KEY 7 3 7
BioStation 2 BS2 TNA KEY 8 4 8
BS2 TNA KEY 9 5 9
BS2_TNA KEY_10 6 10
BS2 TNA KEY 11 7 11
BS2 TNA KEY 12 8 12
BS2 TNA KEY 13 9 13
BS2 TNA KEY 14 Call |14
BS2_TNA KEY_15 0 15
BS2 TNA KEY_16 Esc |16

[+ 2.6.3] param 0O 0O0O
eventcodel ODOODO OO0 OO0 OOODO.

000000 D0O0O000OD0 00O O00,000000 paramO 1,BioStard OO OOOOOO oOO

0.
0000 BS2 EVENT USER_ENROLL SUCCESSO OO paramd 10000,0000 00O 000 OO
OO0 ooooo.
O 000000 000 o0 ooog ooooao.
oo oo og oo
BioStation 2 V1.7.0
BioStation A2 V1.6.0
CoreStation 40 V1.2.0
BioEntry P2 V1.2.0
BioStation L2 V1.4.0
BioLite N2 V1.1.0
BioEntry W2 V1.3.0
FaceStation 2 V1.2.0

19. image

SDKV2.6.000000 lbyteOOD ODOOO ODODO ODODOODO.
-000 00000 0000 000 o00ooooo oo (true/false).

SDKV2.6.0 000 1lbyted bitOOO OOO OODO OOD ODO0O O OO0 ODOO0OOODO.
-gogo oob oooooo ga

-DSTOO OO

oo g

g

o

SDK2.6.000|8

image

uob obooboo b obbo bobobbobbooboooon.
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0o oo onug 0o
1 image (000 0O0O0OO0O0 O OO0 OO0 OO0 OO0 ODOOOO.
1 isDST 00 O0OdoO DSTO D00 D000 OodD oo
SDK2.6.0 001 half DSTO 300 OO0 ODOO ODOOOdO.od od, 10 300
4 hour oo od. 1~120
1 negative|0O +0 0, 10 -00

BS2EventBlob

typedef struct

uintle t eventMask;

uint32 t id;

BS2EventExtInfo info;

union

BS2 USER ID userlID;

BS2 EVENT MASK USER ID

// valid if eventMask has

uint8 t cardID[BS2 CARD DATA SIZE|; // valid if eventMask has

BS2 EVENT MASK CARD ID

BS2 DOOR ID doorlID;

BS2 EVENT MASK DOOR ID

BS2 ZONE ID zonelD;

BS2 EVENT MASK ZONE ID

// valid if eventMask has

// valid if eventMask has

BS2EventExtIoDevice ioDevice; // valid if eventMask has

BS2 EVENT MASK IODEVICE

uint8 t tnaKey;
uint32 t jobCode;

uintl6e t imageSize;

uint8 t image[BS2 EVENT MAX IMAGE SIZE|;

uint8 t reserved;
BS2EventBlob;

1. eventMask

EventmaskD OO O .maskOO OO0 OO ID(User, card, door,zone)D O OOO O OOOO.

U RN

0x0000 oo

0x0001 BS2EventExtinfo O O O

0x0002 User ID

0x0004 Card ID

0x0008 Door ID

0x0010 Zone ID

0x0020 BS2EventExtloDevice O O O

0x0040 TNA Key

0x0080 Job Code
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O 0d

0x0100 Image
0x0200 Temperature
OXFFFF ALL

2.id

U0 oobb obtbdo0 o0 o0 oo wob oobobo bbooa.

3. info
BS2EventExtinfoO OO OOOOO.

4. userlD
000 000 000 oo oo oo oo goo oo oo ogoo.

5. cardID
000 0O0O0 cardJUOO0O0O0O card OO0 OO0 OO0 OO OO ODOOODO.
00 000 0000 0000,00 000 U000 eventMaskD OOO0O userIDO DOOODO.

6. doorlD
000 000 doorO00O00O0O doord OO OO OO0 OO OO OOoOoOoQ.

7. zonelD
O00 O00O zoneOOOOO zone OO OO OOO OO OOO ODOOOO.

8. ioDevice
DoorOD Input OO0 OODOO DoorO Inputd OO0 OO0 OO OO0 OO oOO OOOooOO.
(BS2EventExtloDevice 0O O 0O 0O)

9. tnaKey
O00 oo o
OO0 ooo o

00 00 o0do ooo oo goog,d0 oo o0 ooooo oo ogo
oooad
10. jobCode

000 OO0 JobCodel DO OO OO0, JobCodeOOD OO OO OOOO JobCode O OO
guo.

11. imageSize
O00 00000 0O D000 sizeO ODOOO.

12. image
oo oootdo o oo ooo oo ooo ooooo

13. reserved
oo ooogo.

BS2EventExtinfo

typedef struct
uint32 t dateTime;
uint32 t devicelD;
union ///< 2 bytes
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BS2 EVENT CODE code;
struct
uint8 t subCode;
uint8 t mainCode;

uint8 t reserved[2];
BS2EventExtInfo;

1. dateTime
000 OO0 OO0 00o0OQg,UTCOO00O D000 OO0 O(sec) O DOODOO.

2. devicelD
000 000 oD oggooo.

3. subCode
00 000 00 0o gooo.oo oo oob oo gooogo

4. mainCode
00 000 ogbo oogo.

5. reserved
oo ooogo.

BS2EventExtloDevice

typedef struct
uint32 t ioDevicelD;
uintl6e t port;
uint8 t value;
uint8 t reserved[1];
BS2EventExtInfo;

1. ioDevicelD
Doord Input OO0 OOOO DoorO Inputd OO0 OO OO OOO OO oOO ODOoodoO.

2. port
OO port numberO OO

3. value
Odport ooono.

0 oo

-1 UNKNOWN
0 Open

1 Closed
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0 0o
2 Supervised Short
3 Supervised Open
4. reserved

gob obogg.

BS2EventSmallBlob

typedef struct
uintle t eventMask;
uint32 t id;
BS2EventExtInfo info;
union

BS2 USER ID userID; // valid if eventMask has
BS2 EVENT MASK USER ID

uint8 t cardID[BS2 CARD DATA SIZE|; // valid if eventMask has
BS2 EVENT MASK CARD ID

BS2 DOOR ID doorlID; // valid if eventMask has
BS2 EVENT MASK DOOR ID

BS2 ZONE ID zonelD; // valid if eventMask has
BS2 EVENT MASK ZONE ID

BS2EventExtIoDevice ioDevice; // valid if eventMask has
BS2 EVENT MASK IODEVICE

uint8 t tnaKey;
uint32 t jobCode;
uintl6e t imageSize;
uint8 t* imageObj; // valid if eventMask has
BS2 EVENT MASK IMAGE
uint8 t reserved;
BS2EventSmallBlob;

1. eventMask
EventmaskD O OO .maskOO OO0 OO ID(User, card, door,zone)D O OOO O OOOO.

| RN
0x0000 ogd
0x0001 BS2EventExtinfo O O O

0x0002 User ID
0x0004 Card ID
0x0008 Door ID
0x0010 Zone ID
0x0020 BS2EventExtloDevice 0 O O
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0 0o
0x0040 TNA Key
0x0080 Job Code

0x0100 Image
0x0200 Temperature
OXFFFF ALL

2.id

U0 oobb obobod o0 oo odb 10b ooboo bobooa.

3. info
BS2EventExtinfoO OO OOODOO.

4, userlD
000 000 000 00000 0000 Do oo oo ooouo oooog.

5. cardID
000 000 card00O0O0O0O cardd OO OO OO0 OO OO0 OOOOO.
00 000 0O0O00 0000,00 000 OOO0O0O eventMask D OODO userDO ODOOODO.

6. doorlD
000 OO0 doorO0UJ0ODO door OO U0 OODO DO OO ODOOOO.

7. zonelD
OO0 000 zoneOOQOQOO zonel OO OO OODO DO OO0 DOOOO.

8. ioDevice
Door Input 0 OO0 ODOOO Doord Input0 00 OO OO OODO DO oOODO ODODODO.
(BS2EventExtloDevice 0D OO O0)

9. tnaKey

oo oo oot oo bbb oo gggg booboob,bb oo oo bobbb oo oo
b oob oooog

10. jobCode
O00 OO0 JobCodeD DD OO OO0, JobCodeDODO OO O O OOOO JobCodeO O OO
aao.

11. imageSize
O00 00000 0O D000 sizeOD ODOODO.

12. imageObj
o0 ooooo O o0 ooo oo oo ooooa

13. reserved
dod oooano.

BS2EventSmallBlobEXx

typedef struct
uintle t eventMask;
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uint32 t id;
BS2EventExtInfo info; // valid if eventMask has
BS2 EVENT MASK INFO
union
{
BS2 USER ID userlID; // valid if eventMask has
BS2 EVENT MASK USER ID
uint8 t cardID/BS2 CARD DATA SIZE; // valid if eventMask has
BS2 EVENT MASK CARD ID
BS2 DOOR ID doorID; // valid if eventMask has
BS2 EVENT MASK DOOR ID
BS2 ZONE_ID zonelD; // valid if eventMask has
BS2 EVENT MASK ZONE ID
BS2EventExtIoDevice ioDevice; // valid if eventMask has
BS2 EVENT MASK IODEVICE
}i
uint8 t tnaKey; // valid if eventMask has
BS2 EVENT MASK TNA KEY
uint32 t jobCode; // valid if eventMask has
BS2 EVENT MASK JOB CODE
uintle t imageSize; // valid if eventMask has
BS2 EVENT MASK IMAGE
uint8 t* imageObj; // valid if eventMask has

BS2 EVENT MASK IMAGE

uint8 t reserved;

uint32 t temperature; // valid if eventMask has
BS2 EVENT MASK TEMPERATURE
+ BS2EventSmallBlobEx;

1. eventMask
EventmaskD OO O .maskOO OO0 OO ID(User, card, door, zone)D O OOO O OOOO.

0 od
0x0000 ogd
0x0001 BS2EventExtinfo O O O

0x0002 User ID

0x0004 Card ID

0x0008 Door ID

0x0010 Zone ID

0x0020 BS2EventExtloDevice 0 O O
0x0040 TNA Key

0x0080 Job Code

0x0100 Image
0x0200 Temperature
OxFFFF ALL

2.id
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b oobb obbod oo oo odb 10b oooo bobooa.

3. info
BS2EventExtinfoO OO O OODOO.

4, userlD
000 000 000 00000 0000 Do oo oo oooo oooog.

5. cardID
000 000 card00O0O0O0O cardd OO OO OO0 OO OO0 OOOOO.
00 000 0O0O00 00O00,00 000 OOO0O0O eventMaskD D OODO userDO DOOODO.

6. doorlD
000 OO0 doorO00U0ODO door OO U0 OODO DO OO ODOOOO.

7. zonelD
OO0 000 zoneOOUOOO zonel OO OO OODO OO OO DOOOO.

8. ioDevice
Door Input OO0 ODOODO Doord InputO0 00 OO OO OODO DO oOOD DODOO.
(BS2EventExtloDevice D OO O0O)

9. tnaKey

oo oo oot oo bbb oo gggg booboob, bbb oo oo bobbb oo oo
b oob oooog

10. jobCode
O00 000 JobCode OO OO OO0, JobCodeDODO OO O O OOOO JobCodeDO O OO
aao.

11. imageSize
O00 00000 0O 000 size ODOODO.

12. imageObj
000 ooooo 0o oo oo oo ooooa

13. temperature
Ogtod oot oooo ooo,0ud oot oodo o0 oodo ooooo boooo.
auditTemperature O 0

14. reserved
dod ogoogo.
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