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Server API

OO0 000 0D00OQ0O,BieStar 00000000 ODO00ODO OO0 OOODOODOO.

gogd

000 000 0000 0000 UFMatcherdliD O0OD0O0O,0 OO0 00000 OO0 OO
ug oooob.
oo obb ob oboboo boo ogoooa.

OO0 OO0 libraryD 000,00 ODODOO ODODOIDOD ODOD0 OO DODOODO O OO
oo.
00 00ID : sales id@supremainc.com

e BS2 SetServerMatchingHandler: 00O OO0 0000 OOOOO.

e BS2 VerifyUser: 000 UserIDO OO OOOD OO0 OO O0OO0 O0O0OO0 OODOO.

e BS2 |dentifyUser: 00 OO OO0 OO0 OO OO0 OODOO ODOOO.

e BS2 VerifyUserEx: [+ 2.4.01 000 UserIDO OO OO0 OO0 OO0 OO0 OOO0O OOO
gg.

e BS2 |dentifyUserEx: [+ 2.4.0]1 00 OO0 OO0 OO0 OO0 OO0 OOO0O OoOOOO.

e BS2 VerifyUserSmall: [+ 2.6.3] 000 UserIDO OO OO0 00O OO OO0 ODOOO O
googgd.

e BS2 |dentifyUserSmall: [+ 2.6.3] 00 OO OO0 O0OQC OO O0ODO O0ODOO OOOOO.

e BS2 VerifyUserSmallEx: [+ 2.6.3] 000 UserIDO OO0 OO0 OO0 OO ODOO OOOO
googg.

e BS2 IdentifyUserSmallEx: [+ 2.6.3] 00 00O 000 OO0 OO0 OO0 0000 OOOOO.

e BS2 VerifyUserFaceEx: [+ 2.7.2] 000 UseriDO 00 OO0 OO0 OO0 ODODDO ODOOO O
googg.

e BS2 SetUserPhraseHandler: [+ 2.7.0]1 0000 OO OO0 ODOODO OO0ODO.

e BS2 ResponseUserPhrase: [+2.7.0] 00 0000 O0O0O0O ODOOOO.

oot

typedef void (*OnVerifyUser) (uint32 t deviceId, uintl6 t seq, uint8 t
isCard, uint8 t cardType, const uint8 t* data, uint32 t datalen);
typedef void (*OnIdentifyUser) (uint32 t deviceld, uintl6 t seq, uint8 t
format, const uint8 t* templateData, uint32 t templateSize);

1. OnVerifyUser

0000 CardO,UserIDO OOODOOCO BioStarOOOOOOODO O0OOO OO ODOOODOOO
good.

2. OnldentifyUser
0000 0O00 O0O0O000 BieStarDOOODODODOO ODOOO OO OOOO OO DODOOOO.
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OnUserPhrase

b oobobo ooo bobdoo oo bogoo.

typedef void (*OnUserPhrase) (uint32 t deviceld, uintl6 t seq, const char*
userID);

1. deviceld
00 gpooogno.

2.5eq
oo ogooooon.

3. userlD
oooibooo.
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